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Carrying tube round in plastic for van

➢ Scratch resistant

➢ Installation time: 20 minutes

➢ Security lock system

➢ Customizable colors and logos

➢ Lengths (L) in 3.08 m. and 4.08 m.

➢ Diameters (Ø) of 160 and 200 mm



Carrying tube round in aluminium for van

➢ Scratch resistant

➢ Installation time: 20 minutes

➢ Security lock system

➢ Customizable colors and logos

➢ Lengths (L) in 3.08 m. and 4.08 m.

➢ Diameters (Ø) of 160 and 200 mm



Carrying tube round fitting kit

➢ Installation time: 20 minutes

➢ L205xB124xH213 (Ø160) / Weight: 1,62 kg.

➢ L245xB124xH253 (Ø200) / Weight : 1,74 kg.



Carrying tube squared in aluminium for van

➢ Waterproof

➢ Scratch resistant

➢ Installation time: 20 minutes

➢ Security lock system

➢ Anti-crushing system

➢ Customizable colors and logos

➢ Lengths (L) in 3.3 m. and 4.3 m.

➢ Widths (B) of 170 and 250 mm.



Carrying tube fitting kit

Carrying tube separator

➢ Installation time: 20 minutes

➢ L120 / B35 / H32 mm.

➢ Peso: 0,28 Kg

➢ Installation time: 20 minutes

➢ Larguras (L) en 3 m. y 4,m. 

➢ Peso: 1,99 Kg (3m.) y 2,56 Kg. (4m.)
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Footboard for van with towing hook - TRIPLE - Black

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1462Lx189.3Bx90H mm. / 14.75 kg.

➢ Maximum load: 136 kg.

➢ anti-slip surface

➢ Towing angle: 110º



Footboard for van with towing hook - TRIPLE - Yelow

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1462Lx189.3Bx90H mm. / 14.75 kg.

➢ Maximum load: 136 kg.

➢ anti-slip surface

➢ Towing angle: 110º



Footboard for van with towing hook - DOUBLE - Black

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1462Lx181,9Bx90H mm. / 11,4 Kg.

➢ Maximum load: 136 kg.

➢ anti-slip surface

➢ Towing angle: 110º



Footboard for van with towing hook - TRIPLE - Yellow

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1462Lx181,9Bx90H mm. / 11,4 Kg.

➢ Maximum load: 136 kg.

➢ anti-slip surface

➢ Towing angle: 110º



Footboard for van - DOUBLE - Black

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1435Lx188Bx90H mm. / 9.2 kg.

➢ Maximum load: 136 kg.

➢ Anti-slip surface



Footboard for van - DOUBLE - Yellow

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1435Lx188Bx90H mm. / 9.2 kg.

➢ Maximum load: 136 kg.

➢ Anti-slip surface



Footboard for van - TRIPLE - Black

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1613Lx188Bx90H mm. / 10,7 Kg.

➢ Maximum load: 136 kg.

➢ Anti-slip surface



Footboard for van - TRIPLE - Yellow

➢ TUV Approved

➢ Installation time: 20 minutes

➢ 1613Lx188Bx90H mm. / 10,7 Kg.

➢ Maximum load: 136 kg.

➢ Anti-slip surface



Footboard for van fitting kit

➢ Compatible with the main brands and models on the market

➢ Dimensions according to van models



Footboard for van fitting kit
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Ladder clamp

➢ Composites materials – Corrosion resistance

➢ Approved DIN76051 - 36

➢ 455Lx50Bx405H mm. / 2.8 kg.

➢ Up to 3 flights of stairs

➢ High visibility handle and security system

➢ Installation time: 2 minutes

compatible with the roof bars in line with the 

indicated dimensions
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Chock ORYGAMY R360

➢ Yellow thermoplastic

➢ Approved DIN76051 - 36

➢ 320Lx120Bx151H mm. / 0.32 kg.

➢ R360

➢ With metal insert



SIMPLE Fixing support in plastic for ORYGAMY wheel chock



DOUBLE Fixing support in plastic for ORYGAMY wheel chock



Chock R360

➢ Yellow thermoplastic

➢ Approved DIN76051 - 36

➢ 336Lx123Bx148H mm. / 0.49 kg.

➢ R355

➢ With metal insert



Chock R360 plastic support
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SATURN EVO Lock

➢ 100% Stainless Steel 304

➢ Satin – Laser engraving

➢ 80x80x49mm. / 0.9 kg.

➢ Manual locking system

➢ Manual emergency interior opening

➢ Assembly: 20 min.

➢ Test: 52,000 opening-closing cycles



NOVAL Lock

➢ 100% Stainless Steel 304

➢ Satin with sticker.

➢ 103x69x48mm. / 1.2 kg.

➢ “SLAM” automatic locking system when closing the door

➢ Inner opening with cable

➢ Assembly: 30 min.

➢ Test: 100,000 opening-closing cycles



BLACKSTONE Lock
➢ 100% Stainless Steel 304

➢ Satin - Laser engraving or black lacquer+laser

➢ 105x105x45mm. / 1.6 kg.

➢ Automatic “SLAM” or manual “COMBO” locking system

➢ Inner opening with lever

➢ Assembly: 30 min.

➢ Test: 52,000 opening-closing cycles



www.adaico.com

Place your order at:

Email: export@adaico.com

Tel: +34 948 314 328
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